ImpactWrenches

LMS MODELS

¢ Recommended operating range

7-5.500 Nm

¢ Fast tightening and disassembly.
¢ Negligible reaction force.

e Low weight.

¢ High power-to-weight ratio.

e Tightening time should not exceed 5
seconds, to avoid excess wear on the

tool.
o Soft-start th

rottle.

e Long service intervals.
e Durable high performance with Grease

{

J
«X‘_’I

Services Technology Consulting

LMS58 HR25

Retaining System. LMS88 GIR38 :
i
Length CS Aircon- Rec. Air
Bolt Square Free excl. dist- sumption hose inlet
size drive Torque range  Max torque |mpacts speed Weight anyil  ance underload gjze thread
Model mm in Nm ftlb Nm ftlb permin r/min kg Ib mm mm I/'s cfm mm in Ordering No.
LMS08 HR10 6-8 3/8° 7-45 5-33 65 48 1650 14000 0.9 2.0 185 21 25 5 6.3 1/4 8434 1080 00
LMS08 HR42 6-8 1/42 7-35 5-26 60 44 1650 14000 09 2.0 186 21 22505 6.3 1/4 8434 1080 05
LMS18 HR13 10 1/2¢ 10-110 7-81 150 110 1500 8100 1.45 3.2 144 26 85 18 10 1/4 8434 1180 00
LMS18 HR10 10 3/8¢ 10-90 7-66 120 88 1650 8100 1.45 3.2 148 26 6.5 14 10 1/4 8434 1180 01
LMS18 HR13/F 10 1/2¢ 10-110 7-81 150 110 1500 8100 1.45 3.2 144 26 85 18 10 1/4 8434 1180 02
LMS18 HR10/F 10 3/8¢ 10-90 7-66 120 88 1650 8100 1.45 3.2 148 26 6.5 14 10 1/4 8434 1180 03
LMS28 HR13 12 1/2¢  30-210 22-155 390 287 1500 9500 1.85 4.1 146 29 85 18 10 3/8 8434 1280 00
LMS28 HR13/F 12 1/2¢  30-210 22-155 390 287 1500 9500 1.85 4.1 146 29 85 18 10 3/8 8434 1280 01
LMS38 HR13 14-16 1/2¢  40-375 29-276 850 627 1350 8000 2.6 5.7 167 29 10 21 10 3/8 8434 1380 00
LMS38 HR13/F 14-16 1/2¢ 40-375 29-276 850 627 1350 8000 26 5.7 167 29 10 21 10 3/8 8434 1380 01
LMS48 HR20 16-18 3/4¢ 100-550 74-405 1375 1014 1100 6500 3.3 7.3 173 38 12 252 125 3/8 8434148000
LMS58 HR25 20-22 1¢  300-800 221-590 1900 1401 900 5500 4.8 10.6 210 42 145 30.5 125 3/8 84341580 00
LMS58 HR20 18-20 3/4¢ 300-800 221-590 1900 1401 900 5500 4.8 106 210 42 145 30.5 125 3/8 84341580 01
LMS68 HR25 22-30 19 600-1800 442-1400 4450 3282 780 5000 9.8 21.5 252 55 28 589 16 1/2 8434 1680 01
LMS68 HR S5  22-30 15/8° 600-1800 442-1400 4450 3282 780 5000 9.8 21.5 252 55 28 589 16 1/2 8434 1680 03
LMS08 SR42 6-8 1/4 7-35 5-26 60 44 1650 12500 0.85 1.9 185 20 55 9.1 6.3 1/4 8434108106
LMS08 SR10 6-8 3/8° 7-45 5-33 65 48 1650 12500 0.85 1.9 184 20 5.5..9.1 6.3 1/4 84341081 11
LMS68 GIR25 22-30 1¢ 600-1800 442-1400 4450 3282 780 5000 96 211 339 55 28 589 16 1/2 8434 1680 00
LMS68 GOR25 22-30 1¢ 600-1800 442-1400 4450 3282 780 5000 96 21.1 339 55 28 589 16 1/2 8434 1680 02
LMS68 GIRS5  22-30 15/8> 600-1800 442-1400 4450 3282 780 5000 96 211 339 55 28 589 16 1/2 8434 1680 05
LMS68 GOR S5 22-30 15/8° 600-1800 442-1400 4450 3282 780 5000 96 21.1 339 55 28 589 16 1/2 8434 1680 10
LMS88 GIR38 30-42 11/2¢ 1000-5500 737-4054 10000 7370 540 3800 15.0 33.0 381 635 33 694 16 1/2 8434 1880 00
LMS88 GOR38  30-42 1 1/2¢ 1000-5500 737-4054 10000 7370 540 3800 15.0 33.0 381 63.5 33 694 16 1/2 8434 1880 01
LMS88 GIRS5  30-42 15/8° 1000-5500 737-4054 10000 7370 540 3800 15.0 33.0 381 63,5 33 694 16 1/2 8434 1880 05
LMS88 GOR S5 30-42 15/8° 1000-5500 737-4054 10000 7370 540 3800 15.0 33.0 381 63.5 33 694 16 1/2 8434 1880 10
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W24-series

These tools features a steel, aluminum and
magnesium housing and can handle tough
environments providing fast rundown and
tightening.

They have powerful impact mechanisms for fast
run down with four torque settings.

The W24-series features compact pistol to larger
straight models for many different applications.
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Square Aircon- Rec.

Bolt drive Torque- Torque - Torque Free sump- hose Airinlet

size size Forward  Reverse Range speed Weight tion size thread Model Impact
Model mm in Nm Nm Nm r/min kg Ils mm BSP type mechanism Ordering No.
w2410 M10  1/4” HEX 98 110 13-80 7000 1 1 10 1/4” Pistol Twin hammer 8434124854
W2411 M10 3/8” 130 140 13-110 7000 1 1 10 1/4” Pistol Twin hammer 8434124855
W2412 M16 1/2” 250 350 100 - 300 7400 1.4 13 10 1/4” Pistol ~ Twin hammer 8434124862
W2415 M16 1/12” 550 750 150 - 650 7700 2.7 20 10 1/4” Pistol Pin clutch 8434124856
W2420 M30 3/4” 1450 1700 650-1300 5600 5.4 26 13 3/8” Pistol ~ Twin hammer 8434124857
W2425 M33 17 2200 2550 700 - 1400 4500 10.2 44 19 172" Pistol Pinless 8434124858
w2427 M33 1” 1800 2200 700 - 1500 4500 6.7 36 19 1/12” Straight  Twin hammer 8434124859
w2428 M33 1” 2200 2800 800-1600 5000 10.5 48 19 1/2” Straight Pinless 8434124860

W2415 KIT: Incl. 5 sockets. Sizes: 13, 15, 17, 19 & 24 mm.

8434124861

Torque range (min/max) is a calculated value acc. To Skidmore. Performance is depending on air installation and type of bolted joint.




ImpactWrenches

W2910 w2911 W2920
Square Rec.

Bolt drive Torque - Torque - Torque Free Air con- hose Airinlet

size size Forward Reverse Range speed Weight  sumption size thread Model Impact
Model mm in Nm Nm Nm rimin kg IIs mm BSP type mechanism Ordering No.
w2910 M14 3/8" 310 500 150-400 6500 1.2 17 10 1/4" Pistol  Twin hammer 8434124850
w2911 M14 1/2" 370 500 150-400 7300 1.2 17 10 1/4" Pistol  Twin hammer 8434124851
W2915 M16 1/2" 710 1000 200-800 7700 2.0 18 10 1/4" Pistol  Twin hammer 8434124852
W2920 M30 3/4" 1400 1500 300-1450 5500 3.2 27 13 3/8" Pistol  Twin hammer 8434124853

Torque range (min/max) is a calculated value acc. To Skidmore. Performance is depending on air installation and type of bolted joint.

Ratchet \Wrenches

©

Air con-

Square Torque Free Rec. hose Air inlet

Bolt size drive size range speed Weight Length sumption size thread
Model mm in Nm r/min kg mm IIs mm BSP Ordering No.
W2611 M8 1/4" 4-40 280 0.55 192 9 10 1/4" 8431 0350 11
W2610 M8 3/8" 4-40 280 0.55 192 9 10 1/4" 8431 0350 10
W2621 M12 3/8" 5-68 170 1.1 271 10 10 1/4" 8431 0350 21
W2620 M12 172" 5-68 170 1.1 271 10 10 1/4" 8431 0350 20
W2631 M14 3/8" 25-80 200 1.2 307 1 10 1/4" 8431 0350 31
W2630 M14 172" 25-80 200 1.2 307 1 10 1/4" 8431 0350 30

Torque range (min/max) is a calculated value acc. To Skidmore. Performance is depending on air installation and type of bolted joint.



