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Angle
 
and

 
Vertical

 
Grinders

2323

G2408-125G2511

G2588

G2415

Model 

Max 
free 

speed 
r/min

Max 
output 

kW

Max 
wheel 

dia 
mm

Spindle 
thread

Spindle 
length 

mm
Weight 

kg

Height 
over 

spindle 
mm

Air cons. 
at max 
output 

l/s

Air cons. 
at free 
speed 

l/s

Rec. 
hose 
size 
mm

Air inlet 
thread 
BSP Ordering No.

G2408-100 12000 0.35 100 UNF 3/8" 17 0.9 61 9 13 10 1/4'' 8423 0314 60
G2408-115 12000 0.35 115 UNF 3/8" 17 0.9 61 9 13 10 1/4'' 8423 0314 78
G2408-125 12000 0.35 125 UNF 3/8" 17 0.9 61 9 13 10 1/4'' 8423 0314 80
G2511-125 12000 0.9 125 M14 18 1.8 61 20 17 13 3/8'' 8423 0317 00
G2511-115 12000 0.9 115 M14 18 1.8 61 20 17 13 3/8'' 8423 0317 01
G2511-100 13300 0.9 100 UNF 3/8" 17 1.8 61 20 17 13 3/8'' 8423 0317 02
G2588-230-M14 6600 1.7 230 M14 17 2.4 91.5 32 17 16 1/2'' 8423 0132 82
G2588 7200 1.7 180 M14 17 2,4 91.5 32 17 16 1/2" 8423 0123 87
G2588-180-M14 8500 1.7 180 M14 14 2.4 91.5 32 17 16 1/2'' 8423 0132 88
Vertical Grinders
G2415 8500 1.1 180 UNC 5/8" 30 2.7 198 23 21 16 1/2'' 8423 2522 49
G2416 6000 0.9 180 UNC 5/8" 30 2.7 198 30 18 16 1/2'' 8423 2522 56

G24/25-series

232323
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Die Grinders

27

G2414  

G2412-1 

G2422-1 G2417

Model 

Max free 
speed 
r/min

Max 
output 

kW
Length 

mm
Weight 

kg

Air cons. 
at max 
output 

l/s

Air cons.
at free 
speed 

l/s

Rec. 
hose 
size 
mm

Air 
inlet 

thread 
BSP 6 mm 1/4'' Ordering No.

Straight - Standard
G2412-1 20000 0.35 178 0.5 10.3 13.0 10 1/4'' ● ● 8423 0312 21
G2414-S085 8500 0.50 215 0.8 13.0 4.2 13 3/8'' ● ● 8423 0312 58
G2414 S120 12000 0.75 215 0.8 16.0 5.3 13 3/8'' ● ● 8423 0312 57
G2414 S150 15000 0.85 215 0.8 18.0 7.2 13 3/8'' ● ● 8423 0312 56
G2414 S200 20000 0.90 215 0.8 19.0 9.0 13 3/8'' ● ● 8423 0312 30
G2414 S250 25000 0.95 215 0.8 21.0 14.5 13 3/8'' ● ● 8423 0312 29
Straight - All steel body
G2417-S120 12000 0.66 213 1.2 13.8 4.0 13 3/8'' ● - 8423 0312 84
G2417-S180 18000 0.82 213 1.2 17.4 7.0 13 3/8'' ● - 8423 0312 83
G2417-S250 25000 0.86 213 1.2 18.5 11.0 13 3/8'' ● - 8423 0312 82
Straight extended
G2422-1 20000 0.35 277 0.7 10.3 13.0 13 1/4'' ● ● 8423 0312 47
G2424-S085 8500 0.44 315 1.0 13.0 4.2 13 3/8'' ● ● 8423 0312 61
G2424 S120 12000 0.70 315 1.0 16.0 5.3 13 3/8'' ● ● 8423 0312 60
G2424 S150 15000 0.75 315 1.0 18.0 7.2 13 3/8'' ● ● 8423 0312 59
G2424 S200 20000 0.85 315 1.0 19.0 9.0 13 3/8'' ● ● 8423 0312 55
G2424 S250 25000 0.90 315 1.0 21.0 14.5 13 3/8'' ● ● 8423 0312 62
Straight extended - All steel body
G2427-S250 25000 0.86 338 1.6 18.5 11.0 13 3/8'' ● - 8423 0312 86
G2427-S180 18000 0.82 338 1.6 17.4 7.0 13 3/8'' ● - 8423 0312 87
G2427-S120 12000 0.66 338 1.6 13.8 4.0 13 3/8'' ● - 8423 0312 88
Straight - Standard - Low Speed
G2440 4300 0.55 216 0.9 5.7 7.0 10 1/4'' ● ● 8423 0312 20

Collet size

G24-series 

2727272727
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G2588

Sanding
 
and

 
polishing

Belt

 

sanders

      
      

  

      
    

G2410

Model

Max

 

free

 

 

speed

 

 

r/min

Max

 

output

 

 

kW

Belt

 

speed

 

 

m/min

Belt

 

dimension

  

mm
Weight

 

 

kg
Air

 

cons.

  

l/s

Rec.

 

hose

 

 

size

 

 

mm
Air

 

inlet

 

thread

 

 

BSP Ordering

 

No.
G2410 25000 275 1400 13x305 0.9 10 10 1/4'' 8423

 

0304

 

10
G2410

 

Kit 25000 275 1400 13x305* 0.9 10 10 1/4'' 8423

 

0304

 

11
G2420 22000 350 1500 19x520 1.0 11 10 1/4'' 8423

 

0304

 

20

*13x305

 

std,

 

but

 

also

 

includes

 

6X305

 

and

 

13x305

 

felt

 

belt

 

arm
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Percussive Tools

P2550

P2540

P2551

P2541

Model
Blows 

Hz
Stroke 

mm

Energy 
per blow 

J
Length 

mm
Weight 

kg
Bushing 

mm

Air 
cons. 

l/s

Rec. hose 
size 
mm

Air inlet 
thread 
BSP

Bushing 
square 

type Ordering No.
P2520 90 16 1.6 182 1 12.7 2.4 6.3 1/4'' ● 8425 0103 15
P2540 40 11 - 340 2.7 - 8 10 1/4" - 8425 0103 40
P2541 40 11 - 370 2.35 - 8 10 1/4'' - 8425 0103 41
P2550 40 11 3 395 3.2 12.7 8 10 1/4'' ● 8425 0103 50
P2551 40 11 3 435 2.95 12.7 8 10 1/4'' ● 8425 0103 51

Weld
 
flux

 
removal

 
tools
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Model
Max free speed 

r/min
Length 

mm
Weight 

kg

Air 
cons. 

l/s

Rec.
 hose size 

 

mm

Air inlet 

 

thread 

 

BSP Ordering No.

P2505 190 175 0.12 0.6 3.2 1/8'' 8425 0102 72

Accessories

Model Ordering No.

P2505 Needle and small parts kit 4081 0068 90

 

Model
Stroke per 

minute

Stroke 

 

length 

 

mm

Blade shank 
opening 

 

mm
Length 

 

mm
Weight 

 

kg

Air 
cons. 

l/s

Rec.
 hose size 

 

mm

Air inlet 

 

thread 

 

BSP Ordering No.

C1050 10500 5 5 148 0.52 2.2 6.3 1/4'' 8424 1110 50

P2505 C1050

C1050 Ordering No.

Saw Blade 32 teeth 10pcs 4112 3008 45
Saw Blade 24 teeth 10pcs 4112 3008 46

Percussive Tools
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